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Mapping Exposed Silicate Rock Types and Exposed Ferric

and Ferrous Compounds from a Space Platform

Quarterly Report for Period 8 March - 8 June 1974

The following report serves as the fifth quarterly report for this

contract, which is entitled "Mapping Exposed Silicate Rock Types and

Exposed Ferric and Ferrous Compounds from a Space Platform." The financial

reports have been submitted monthly under separate cover.

During this quarter, screening film was received for SL-4 data, start/

stop times of S-192 data were defined for the Southern California test site,

a paper was presented at the Ninth Remote Sensing of Environment Symposium

which theoretically (based on laboratory spectra) predicts the usefulness

of S-192 data for geological remote sensing, and ratio processing of actual

S-192 line-straightened data (received from NASA for another ERIM contract)

was begun for algorithm testing purposes on an area near White Sands, New

Mexico. The screening film of S-192 data over Southern California of bands

6, 9, and 13-1 are encouraging from the standpoint of apparently good

signal-to-noise. The Pisgah Crater test site was only partially covered

by the data colleCted, but the remainder of the image strip provides enough

geological targets to make up for the uncovered portions of the test area.

The 8-192 start and stop times requested for line straightening are as

follows:

START 026:19:42:21 GMT

-STOP 026:19:43:25 GMT

The data were collected on 26 January 1974, but the regions of interest are

free of snow and clouds.

The contrast in thermal image (from band 13-1) may be good enough to

enable detection of very warm geothermal areas. An ozalid color composite was

made of the three channels of data to search for areas which have high visible-

reflective IR albedo, but yet are warmer than average for the scene. For

such anomalous areas, the above-average thermal brightness could be caused by

bright-faced slopes toward the solar direction (sun elevation was approximately
450, since data collection was at mid-day on 26 January), relatively low thermal
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inertia materials,or geothermal heat sources. Geothermal sources close
enough to the surface to have temperatures elevated enough to appear warm
on SKYLAB S-192 images may also be accompanied by relatively bright clays
and possibly iron oxides, both of which can be products of hydrothermal
alteration. Thus far, two anomalies have been found in the color composite
which have high visible-reflective IR albedo and.yet are warmer than average.
[Note: This is neither a sufficient nor necessary condition for geothermal
sources; it only elminates the low albedo-high temperature targets.] One
area is small (about 1 km diameter) and occurs about two miles north of a
concealed portion of the Pinto Mountain fault, just west of Twenty-Nine
Palms, California. From a recent geologic map, there is no evidence of
either an appreciable slope or geothermal activity. The other area, for
which a geologic map has been ordered, is in the Southern end of Palen Valley.
The 1:250,000 topographic map for the Salton Sea region shows that sand
dunes and Palen Dry Lake are in the general vicinity of this anomaly, which
would suggest that a sunward-facing slope of bright material (such as sand)
may be causing the anomaly. These areas will be checked in the field within
the next six months, if possible. In addition there are warm places along
the San Andreas fault, but not even low albedo could be excluded from the
possible causes of the slightly above-average temperatures of those places
by this rather crude color composite method.

The paper presented at the Symposium (Ann Arbor, Michigan) in April,
entitled "SKYLAB S-192 Ratio Codes of Soil, Mineral, and Rock Spectra for
Ratio Image Selection and Interpretation," is reprinted at the end of this
quarterly report.. It is a limited systems study of the S-192 scanner for
geological remote sensing, using 211 laboratory spectra as "signatures"
of various rocks, minerals, and soils. Included in it are the following
significant items of information:

1) Prioritization of the single channels of SKYLAB for compositional
mapping.

2) Selection of twelve (of a possible sixty-six) best ratios for
compositional mapping.

3) Ratio codes of the top twelve spectral ratios for all 211
samples, for choosing the best ratio image to enhance
particular geologic targets.

4) When to use single channel inputs and when to use ratio
inputs for automatic recognition.

5) What geologic classes SKYLAB S-192 data are expected to
separate well and poorly.

This paper should be helpful to all investigators using ratioing for
compositional mapping, and may be of assistance in the selection of spectral
channels for future satellites. It is the most significant work reported
thus far in this contract.
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Finally, it has been decided to use line-straightened 
S-192 data

already supplied to ERIM under another contract (NAS9-1338
6) for the

purpose of testing the ratio algorithms to 
be used later with Southern

California data of SL-4. The in-house data (White Sands, New Mexico) are

rather bland in geological content compared with-the Southern 
California

test site, but it will be used to prepare the way for the SL-4 data,

whenever it becomes available. More will be reported on this subject

next quarter.

Respectfully submitted:

Robert K. Vincent
Principal Investigator

Approved by: i 7 t.lA..&9
Richard R. Legault
Director - Infrared and Optics

Division

RKV/RRL/dlc

attachment



MS3YLAB S-192 RATIO CODES OF SOIL, M~E, AL, AND

ROCK SPECTRA FOR RATIO L':4GE S=CTION AND ILTEPRETATION

R. K. Vincent
W. W. Pillars

Dihvrormntal Research Institute of Michigan
Ann Arbor, Michigan

ABSTRACT

he SKYLAB S-192 nultispectral scarner has twelve channels in the 0.4 - 2.5 um wavelength region
and a single broad-band thermal infrared charnel, intended solely for temperature measurements.
Since spectral ratio irages have been shown with other scanners to be useful for enhancing certain
geologic targets and for suppressing unwanted atmospheric and solar illuminations across the scanned
scene, ratioing will be enployed for si'.7ilar purposes with SKYLA3 data. There are 66 spectral ratios
(excluding reciprocals) that can be constructed .from the t::elve visible-reflective infrared channels
of the S-192 scanner. Clearly, it is not economically feasible to produce all possible ratio i'agres
for large blocks of S.YLA data. To aid investigators in selecting optimmL ratio images, all possible
SKYLAB single channel reflectances and ratios were calculated for approxirately 211 laboratory spectra
of soils, minerals, and rocks. Linear discrir.nant analysis was used to separately rank the twelve
SKYLAB channels and sixty-six ratios according to their ability to classify these laboratory samples
into seventeen assigned classes. The twelve highest ranked ratios were converted to ratio codes,
wahich compress each spectr,-n in the 0.4 - 2.5 um wavelength region to a single number. The ratio
codes can be used to select the ratio i:ages which will best enrhance a target of interest. They
can also be easily searched for false alarm candidates (or "lcok-alikes") of a given target.

Fbr automatic geologic mapping, twelve single channel inputs to linear discriminate analysis
were found superior for seven geologic classes, twelve ratio inputs to the same statistical a alysis
were superior for six classes, and the two cases produced nearly equivalent results for four classes.
However, the greater independence of ratios on envirornental and instrmental noise tends to favor
ratios for the latter four classes. Because of their simplicity and photo-interpretability, ratio
ixages are reccomrended oier automatic mapping rethods for those materials which the ratio codes
indicate can be enhanced by ratioing.

The results of this study indicate that the SKYLAB S-192 scanner should be most useful for
rapping products of hydrothermal alteration, weathering, and evaporation, but that discrimination
ang igreous rocks will be difficult. This sugg-ests that S-192 data should be quite useful for
Mineral exploration, but the full potential of general surface geologic mapping by satellite will
probably not be reached until high spatial resolution (<30 ) scanners with mnltiple-channel thermal
infrared capability have been orbited.

INTRODUCTION

The first ratio irmage from multispectral scanner data was produced in 1970 from aircraft data
and reported In the Seventh Lnternational Syrrosium on ReMote Sensing of Environment [i]. In that
experiment, the radiances of tw:o thermal infrared channels were ratioed, resulting in a ratio image
which was cru-ely correlated with SiC2 content of exposed rocks. Since then, spectral ratio imag .g
has been carloyed by severel investigators of various disciplines. Some of the most recent
geological applicatcrns of ratio i agirng ave been for the purpose of enhancing iron oxides in ETS
I.SS data [2,3]. Plans are nr:; bein= rnae by rmny geological in.esti)atcrs to utilize the SKYLAB
S-192 r.ltispectral scan;er for geolcgical re-ote sensing. They will be atter ting to enhance
particular r'nerals a. rocks and to perfor, general geolc,cval mapping. Some of this processing
will involve spectral ratiior.;. A typical nuzber of sn.ie c mr-els or ratios utilized for pro-
ducing autc:natic recor niticn .ps is six. ii:wj'ver, there are twelve S-192 channels in the
0.4 - 2.5 wn spectral relon, from w.hich sixty-:six unique (non-reciprocal) spectral ratios can be
foMrId. 'iTherv. is a clear no. to rrioritiz o toth the sir.n-le c --. els and ratios accormiIlw to their
ability to dI::cr-':irate c.,z r c rck, m rerals, and soils for geological renote sensing experiments
ftom SKYLA2 -192 data.



The purpose of this paper is to provide qualified answers to the following questions concerning
the twelve visible-reflective IR channels of the SKYLAB S-192 scanner, on the basis of 211 laboratory
spectra of rocks, minerals, soils, and soce vegetation:

1) What are the best single channels with which to produce automatic recognition maps for
geological remote sersing?

2) What are the best spectral ratios with which to produce automatic recognition maps for
geological remote sensing?

3) What materials can be enhanced in a single spectral ratio image, and which ratio should
be chosen for each of these materials?

4) For which classes of geological targets do single channels provide better multispectral
discrimination than spectral ratios, and vice versa?

5) What geologic classes will SKYLAB S-192 be most capable of discriminating?

The qualifications to the answers to these questions will be threefold: no envirormental
(atmosphere, solar illumination, etc.) or instrumental (electrical noise, gain factors, etc.) effects
are considered; the 211 laboratory spectral utilized represent available data and do not provide
good statistical sa -les of all target classes; and the seventeen target classes defined for this
study are somewhat subjective.

The Earth Resources Spectral Information System (ERSIS), created for NASA by ERIM, contains
over 3,000 reflectance spectra of natural materials (4,5,6]. ERSIS was searched for all spectra of
rocks, minerals, and soils that spanned the 0.4 - 2.5 n wavelergth region and which represented the
more realistic grain-sized sa.-les (sarples rwith particle diameters exclusively less then 74 cm were
omitted). To this, three vegetation spectra (coarse grass, clover, and dead grass) were added. The
resulting 211 spectra, which hereafter will be called the geological data collection, were divided
into seventeen classes, as shown by Table 1. The mineral classes, 1-9 and 17, represent spectra of
pure minerals.

Linear discriminant analysis (7] was the method selected for prioritizing the S-192 channels
and spectral ratios according to their ability to discriminate among the seventeen classes of
Table 1. This rethod, which assutres equal covariances, is not expected to be as powerful as the
STEP-L program (8] of EF-I, which chooses best channels by minimzing the average pairwise probability
of misclassification, but the linear discriminant analysis method is currently more amernable to the
use of laboratory spectra as sigratures. Given the known reflectance spectra of seventeen classes
of materials, an unidentified reflectance spectrum can be classified as one of these classes by cal-
culating its discri inart function for each of the seventeen classes, and assigning the unknown
spectrum to the class for which it had the largest discriminant function. The equation for the
discriminant function Dik of the ith target class for the kth sample spectrum in the ith target
class is given by

D -a + t a CDik lo a C3  (1)

where

C;ik w spectral parameter of the kth sample spectrum of the ith class for
the jth channel (or jth rati-o)

n - number of channels (or ratios)

aio - constant for the ith class

aid - discrimirnant coefficient for the ith class and jth channel (or ratio)

When only sir7le channels are used as inputs to this classification scheme, C,, is the average
laboratory--asured reflctance of the I, kth sa._'le in the spectral region ct? red by the jth multi-
spectral zc-ner cn-a.el. :.>.n spectral natios are the only inputs, C,,,. is the quotient resultir.-
fro. a dl'icn of lac'r'-vr.'-.curd-c reflectance in the t:,o wvelerttii regions covered by the t,:o
ruiti o.ctral al .ur. c.:~,ilz uzud to forn the jth rato. 'l.ere is crly one set of coefficients
(ao and nda j's) for each tLagvt claus. ;-h.n an uri:ni.jan geological sai:ple is to be classified, its

2



TABLE 1

ROCK, MINERAL, SOIL, AND VEGETATION CLASSES

CLASS h'-ZER
Iu3mER IN CLASS
(i) NAME (Ki)

1 Oxides and hydroxides (CExcluding Commn 27
Iron Oxides)

2 Sulfur, Sulfides, and Sulfates 24

3 Halides 6

4 Phosphates 5

5 Carbonates 29

6 Clay MInerals 8

7 Quartz and Feldspars 19

8 Ferromagnesian Minerals 35

9 Minor Silicate Minerals 8

10 Felsic Rocks and Chert 7

11 Intermediate Rocks 5

12 Basic and Ultrabasic Rocks 9

13 Clay Soils 3

14 Loam Soils 13

15 Sandy Soils and Sand 6

16 Vegetation 3

17 Common Iron Oxides 4

3



reflectance spectrnm is measured, Cik' s are calculated (Cji k 
= Cjk for the unkrnaw saple), and

substituted into ecuation (1) for each target class. Fence, for 17 target classes there are seven-

teen discrit-innt P.cticns which ar calculated. The sarle is then classified as beloring to that

target class for t cich the discrtird-nt, fnction is greatest. Gecmetrically, a discririnant functicr.

for a given class describes where the uar.o .
In sani le soectrm  vector lies in n-space, relative to a

hyperplane that secarates th volz e which encloses the given class frcm the volumes defni ng each

of the other classes.

Although linear discriminant analysis was originally devised as a classification method, it can

also be useful fcr select-fn the best chann.els or ratios for discriminatir-g arg the defined ta.gec

classes (17 in this case). [!:ote: The method and results described here for rankir single channels

and ratios are sce..Ist different (end better) than those given in the oral presentation of this

paper. The sfoll'c-:ig describes the subroutine SEA--'
A E in the University of ichigan's Statistical

Research Laboratory's 1I=-A progran collection.] The best single channel (or ratio) is chosen on

the basis of the largest F-statistic, where

I.2

SI K-
I=1 (Xijk- i (2)

,he-re

P = F-statistic for jth single channel (or ratio)

I - no. of target classes (17)

Yi= no. of samples in ith target class

N = total no. of samples (211) in the geological 
data collection

Xk observed reflectance (or ratio value) in the jth channel (or ratio) 
of the kth

sample in the ith class

1 1 Ki Xj = ave. observed reflectance (or ratio value) of the jth channel

K i 1 jk (or ratio) over the ith class

X 1 I Xijk = ave. observed reflectance (or ratio value) 
of the jth

Sz
i  ijk channel (or ratio) over all samples in the geological

i=1 k=1 data collection

Cnce the best channel (or ratio) is chosen, a discrirmnant function D ikt is calculated from

equation 1 for each sa-mle in the eolocal data collection, usin the best channsubstitutel (or ratio)

and on.e of the r.maining char--nels (or ratios) denoted by j. These D kl are substituted for the

observed reflectances (or ratios), Xji., in e tI an e re aj is n clated. For the otherst

remaining j' channels, Fi are calculaed in like ranner. T.e rcraining chanel with the higest

Fj' is chosen as ueccnd ue- t. ;Thir proedure is reiterated, caiculating Diij' 's with the best

two cho-= nel anr.3 one of te cther rzi..r channels. The best linear combiration of channels

(or ratcs) is fond thc h this rcierssion Fprccaure. After each new channel is selected, the

si(o rfica-nce of all c n:-nels are testd. f a pr usly chosen cha-nel becomes less significant

than a uscr-zpecifed lE.el, it is discarded ar.d becrr s an mebher of the "remaining" channels

once ag:in. T e recession prcCce ds ti a user-se-cified significance level of the final

F-statistic is :ac"ei. In his praper, a r.cw chz-nl :as selected c:ly if it had a significance

level less trhn 0.10, a d a previously chosen ch~nr.el was rejected if its significance level

rose atove 0.20.



RA~NKMNS OF S-192 SINGLE CHANNELS AND SPECLRA RATIOS

The twelve single channels of the S-192 multispectral scanner were priortized according to the
above procedure, ,with the resultirng rankings s.hon,, in Table 2. To do this, the average reflectances
of all 211 spectra were calculated for the twelve visible-reflective IR S-192 channels, and these

average reflectances were sutstituted into equation 1 as C,,.. As an aid to physically understanding
the meaning of these ran kidrs, Figure 1 shows the reflecta.z spectra of a few minerals in the
0.4 - 2.5 wm spectral region. Spectral regions covered by SKYLA S-192 channels (channels 1-7 are
not shownn i ivi-- 1ay) ad .-S e.S channels are shown. The highest ranked channel (2.10 - 2.34 vm)
ronitors the scectral region in which reflectance minic.a caused by carbonate (CO2) and hydroxyl
(OH) ions cccur. The seccnd-ran:ed channel covers the 0.93 - 1.05 um spectral region which,
according to Figure 1, is prmarily rcnitoing the a sorption bands (reflectance minimta) produced by
transition metal ions (primarily Fe4 , FeJ , and Cuz ). It is not sur.rising that the low:est ranked
channel covers the 0.42 - 0.45 um region, because the spectra in Figure 1 show the least spectral
contrast from one another in this violet region and not much new information can be obtained from
this channel that is not already available from the third ranked channel. It is significant for
Vultispectral scanners that three of the four tcp-ranked channels are either beyond or on the
extreme edge of the spectral range of photographic film.

Tb find best ratios, all sixty-six non-reciprocal soectral ratios were calculated for the 211
sanple spectra, and these were substituted as C_,. into equation 1. Resulting from the samre pro-
cedure described above, the twelve highest ranka& spectral ratios are shown in Table 3. Seven of
the top twelve are ratios of adjacent or once-removed channels. Since ratios are a form of non-
linear processing, it is nct surprising that the highest ranked ratios involve scme of the lower
ranked single channels. It is si-nificant that the top twelve spectral ratios utilize only ten of
the twelve single channels. Channels 1 and 6 were excluded from use in the twelve highest ranked
spectral ratios.

SMELAB S-192 RATIO CODES

The previous section answered the first two questions posed in the Introduction. The third
question will now be addressed: what materials can be enhanced in a single spectral ratio image,
and which ratio should be chosen for each of these materials? Because this question requires the
reader to examine spectral inforration f rom practically all of the 211 spectra in the geological
data collection, a form of data compression was instituted. All twelve of the ratios shown in
Table 2 were calculated for each of the 211 spectra. For each spectral ratio, a histogram of
number of spectra versus ratio value was plotted. From this, ratio ranges were defined such that
the spectral curve "populaticn" was divided into deciles, and the ratio range corresponding to the
first decile (the 10% of scectral curves with the lowest ratio values) "-as coded with "0", the second
decile with "1", etc., on up to the decile with the highest ratio values, which was coded with
"9", The resulting inforration was used to form a twelve-digit ratio coae Ior each spectral curve,
with each digit position describing a different ratio (the highest to lowest ranked ratios go from
left-to-right in the ratio code). Table 4 gives the ratio ranges associated with each decile and
Table 5 lists the twelve-digit ratio codes for all 211 spectral curves in the geological data
collection. The ratios in Tables 4 and 5 correspond to the twelve ratios in Table 3.

Figure 2 gives an example of how to interpret ratio codes. Fematite has a "9" in the third
digit position, which means that in an R t ratio image (channel 8 divided channel 4 for the S-192
scanner), hematite would appear brighter than 90% of the samples represented by the 211 spectra in
the geological data collection. A "0" in the second digit position indicates that in a ratio image
of R3 ,2 hematite would appear darker than 90% of the other sarples.

If the assurption could be made that the population of the geological data collection represents
well the relative amounts of each target class present in a typical scene, then the phrase "of the
other samples represented by the 211 spectra in the geological data bank" could be replaced by "of the
materials in the scene". The geological data bank population described in Table 1 probably does
not resemble anyv geolcPical scene closely, but there appear to be enough similarities with arid, and
semi-arid terrain to rake a loose interpretation of this type useful. MIlndful that this gross
ass .rtion has been rrade, for arid and semiL-arid terrain it is possible to get an idea of the relative
brightress of a given material in each of t.:elve ratio images by eanirnng the t:welve-digit ratio
code of that material. The definition of enhancerrent for the case of ratio images is taken here to
mean that a ratio imie can be prcduced in which the target of interest is one of the brightest or
darkest objects in the scene. Therefore, those ratios for which a material has a "9" or "0" ratio
code are recc:er.nded for enharncing that raterial. In the case of hemtite, for example, the Rs, , %,5
R8 , 5 , R, 7 , and R3, raticz ::ould be reccricnded. Approxirately 36% of the 211 samples in the
geologc l data t-.u ha-ve neither a "9" nor "C" in their tw'lve-diit ratio codes, however. For
these I :t:'.als, ratio I:ra.re e-or:Jncemnt is less useful. i:oe.:ver, the ratio codes siould be helpful
in intev1.t,!igL i~dlvidual rato images in general, even for those materials not enhanced in the
ratio i;.ge of interest. For instance, the ratio codes can be easily searched for false alarm



FIGURE 1
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FIGURE 2

2EVE-DIGIT SKYLAB S-192 RATIO CODE FOR 1~4ATITE

7, 5  R8, 4  12,1 R4,2 R7,2 5

t t t t t t

Heatite (74 - 250 um, Minn.) . 0 9 1 6 8. 5. 8 8 8 9 9

R3,2 10,9 R7,3 4.,3 7 .4 %8,7

hee rj Pi

and Pi and pj are the integrated reflectances of a laboratory

spectrum of hematite in the ith and jth spectral channels

of the SKYLAB S-192 multispectral scanner, respectively.

Each digit corresponds to a ratio range that defines a

decile of the population in the data bank. For instance,

a 9'in R8, 4 means that hematite would be brighter in an

%,4 ratio image than 90% of the other materials in the

data bank.



TABE 2

RANK=NG OF SKYLAB S-192 CHAN S FCR PRODUCIG AUTOMATIC
RECOGITION M PS OF ROCK, .?AL, A SOIL CLASSES

(BASED ON DISCREIZ \C ANALYSIS OF 211 LABOFATORY SPECTRA)

CHANNFL

RANK NUMBER WAV ELEGTH (um)

1 12 2.10- 2.34

2 8 0.93 - 1.05

3 2 0.45 - 0.50

4 11 1.55 - 1.73

5 5 0.60- 0.65

6 4 0.54 - 0.60

7 7 0.77 - 0.89

8 9 1.03 - 1.19

9 10 .1.15 - 1.28

10' 6 0.65 - 0.73

11 3 0.50 - 0.55

12 1 0.42 - 0.45

8



TABLE 3

TWELVE EFST RATIOS FCR PRCDUCI;G AUTMrATIC RECOGIITIO MAPS
OF ROCK, IC.RAL, A'D SOTIL CLASSES FECI SKYIAB S-192 SC;A;7R DATA

(BASED ON DISCRfEI]L' ANAiLYSIS OF 211 LABORATORY SPECTRA)

RANK PATIO

1 (0.77 7 0.89 um)
'1 R7,5 s o.o 60 0.65 n)

L3 (0.50- 0.55 um)

2 3.2 1L (0.45- 0.50 un)

L8 (0.93 - 1.05 um).

3 8 4 L (0.54 - 0.60 um)

"L4 0, (1.15 - 1.28 um)

10,9 L9  (1.03 - 1.19 rm)

112 (2.10 - 2.34 um)

5 - q2 (1.55 - 1.73 im)

6 L7 (0.77 - 0.89 um)

R,73 L3 (0.50 - 0.55 umn)

L2N (0.54 - 0.60 um)
N2 ,2 (0.45 - 0.50 um)

L (0.54 - 0.60 um)

R p4,3 ..L (0.50 - 0.55 m)

S  .- 1 (0.77 - 0.89 um)

2 L2 (0.45 - 0.50 um)

10 (0.77 - 0.89 um)
o ,4 L4 (0.54 - 0.60 um)

S5 Lg8 (0.93 - 1.05 um)

%."5 L5 (0.50 - 0.55 um)

12 .Lg (0.93 - 1.05 um)
%.7 L (0.77 - 0. 9 urn)

9



TABLE 4

RATIO RANGES FOR S-192 RATIO COES

CoE

RATIO 0 1 2 3 4 5 6 7 8 9

R7,5  0.392 0.940 1.021 1.063 1.080 1.123 1.157 1.229 1.311 1.499 11.086

R3,2  0.754 1.011 1.028 1.045. 1.066 1.082 1.116 1.155 1.217 1.397 1.943

R8,4  0.277 0.839 0.986 1.049 1.110 1.177 1.255 1.419 1.650 2.589 7.085

Rlo,9 0.858 0.972 0.992 1.000 1.008 1.025 1.034 1.051 1.082 1.199 1.453

R12,11 0.162 0.524 0.727 0.828 0.891 0.937 0.998 1.040 1.105 1.267 1.955

R7,3  0.336 0.876 1.036 1.095 1.166 1.257 1.381 1.528 1.864 2.808 8.485

R4,2  0.743 1.035 1.065 1.090 1.116 1.163 1.214 1.310 1.515 1.860 3.742

R4,3 0.893 1.003 1.027 1.036 1.050 1.067 1.095 1.147 1.192 1.365 2.507

R7,2 0.382 0.949 1.093 1.139 1.227 1.350 1.512 1.768 2.330 3.521 15.684

R7,4 0.319 0.854 1.006 1.063 1.106 1.162 1.232 1.360 1.545 2.124 6.215

R8,5  0.331 0.884 0.990 1.051 1.090 1.149 1.191 1.301 1.406 1.672 12.638

R8,7 0.589 0.922 0.968 0.991 1.003 1.023 1.038 1.067 1.105 1.181 1.840



TABLE 5

S-192 RATIO CODES OF GEOILGICAL DATA COLLECTION

ERSIS DOCUEiT NO. SAMPE DESCRTION RATIO CODE

833o00301 ATACx ITF,rtATURAL SUi!FACE 28t191 734135

830003002 SYLVITE 250-12C0 MICR 424C005 454432

830000003 SYLVITE 74-250 MICR 212004 133410

830000004 ANNAP.FRGITE 74-250 MICR A45.021 001268

830000000 AhNARERGITE 250-12C0 MICR 153021 561159

830000006 CAROTITE 797127 978677

830000007 VIVIANITE 74-250 MICR 394196 887445

830000008 VIVIANITE 250-1200 MI-CR 686697 877652

830000009 LCLEF NITE 74-250 MICK 534004 231442

830000010 CLLEPA!ITE 250-12C0 MICR .3.32003 343321

830000011 ULEXITE 74-250 MICR 212002 122222.

830010001 GYPSUP U4E SAND 453002 3G3332.

830010002 FLAYA CRUST 887627 887787

830010003 eASALT, PALPAIS FLCW 747776 4567E8

800830001 CLAY, CUIRUO GRAVELLY DRY 678328 S88b63

803830017 LCAF, CLARICN DRY 979878 778999

800830021 LCAM, HERRACURA PURE SILT DRY t97728 Q9975

8C0830025 LCAP, AGUAA SILT DAY ..-88258 788886

8008 30,029 LCAP, AlkE:4 CLAY ORY 898154 99972

800830033 SANE, TEXAS J,',LC DRY 888268 888886

800830037 LCA, PCAULA LIGC-T CLAY DRY 998649 9988

80084 n41 LLA-, ZA\i:SVILLF SILT 01Y 797757 98d777

800830049 LCAP, C.LTS rCK TYPE CY 896949 999872

B0083rl,'53 LLCli, 4SWLv Sa:lrY TYPE CPY 78E29 q;9 9

80',30151 LrAF, '^AAL'CF: H "AVY LL'Y G.CY qcA4q Ogog?

b008 V r15') LCAT, ;"F' VILLI TYPF OVY 999q ) 'S 'i;~AI

B008i't1b LCAS o , L r4 T t. n YP,- f iY 79745% 999664

Rj,0f )'17 It'L.I'. , FT . .. .F IT Ii bt', A 666b65h

bCn083'183 LL A, A LAKY LLY TYDoF RY 989U59 q;9997

1l



TABLE 5 (cont.)

S-192 RATIO COIES OF GEOLOGICAL DATA COLLECTICN

ERSIS DOENT NO. SAMPLE DESCRIPTION RATIO CODE

B00830191 LCAP, FLCK VCLC AIC SANIDY CRY q5-54I 8eU98

800830199 SA NC, vINLTHURST TYPE DRY 988578 899899

BC0830203 CLAY, ALCNAS TYPE DRY 978068 898897

804804001 CALCIU' CARIdnR TE, GR . ULAR 1 352 011234

809000003 A~Pt-.,TlEmV
CL ITE 74-250 M ICR 221822 232200

809000004 APP.,IRFt VLITE 250-12CC MICR 14C012 A43200

Bp9000007 AIFH.,TREMOLITE 74-253 MICR 131441 321112

809000008 APF.,T4EMCLITS 250-12C0 MICR 131111 221100

809000011 APPF., ACTNOL ITE 74-25C M ICR LL71921 513110

809000012 AF PH.,ACT IVOLITE 250-120C MICR 561913 514310

809000015 APPP.,ACTINGLITE 74-250 MICK 160920 511011

60900016 ANPP.,ACT INULITE 250-12CO ,41CR 070910 .6b21001

809000019 AF P-.,HC;iHL EN C E 74-250 M1ICR 857945 2C5788

BC900032 APH.,HCR.'dLENULE 251-12C0 MICR 123831 111149

809000023 APPH.,~G N2LE<XCE 74-250 MICR 141891 331136

809000024 AVPF.,CRNPLENCE 250-12C0 MICR 333792 212233

809000027 AN P4r.,HCRNB L ENCE 74-250 MICR 626885 334567

609000028 APPH.,HCRNRP.LENCE 250-12C0 MICK 142793 553224

809033031 ANCALUSITE -74-250 MICR 667547 777777

809000032 Ar.UALUSIT 250-12C0 MICK 67665h 776667

B09000035 ANCRTHCCLASE 74-250 MICR 767686 666678

8090'0036 ANCTFCCLASE 253-12C J MIC 666686 66678

B090CC039 eE:'YL 74-2C vIC R 021750 23CC19

80900004n iRYL 25C-1200 4IC:t 031320 220009

809003043 PICTITU 250-12,,J ilIC< 374794 bt5247

80')00004 CrACi.lITF 74-25C 1ICR 545115 455i5'i

BO907004-. C L:l T 74-2),C "'ICR 56e75 6%5S78

BGC 3."r-5- CI-LL.:IT' 2"-12" "IC C.s360 410006

B 0)JJ" ? CI LC , I :: 74-2*', VICA 0 (.97' 0 300009

BO A; 1 K .14-2 1C;i 1721Fi 3 7h 174

12



TAbLl t k cont. )

S-192 RATIO CODES OF GEOLOGICAL DATA COLLECTION

ERSIS DOCUENT NO. SAMPLE DESCRIPTION RATIO CODE

B09000056 U^AFURITF 25'0-12003 MICR 274685 775346

809000059 :UtCTI F IT E 74-250 MICK 80d414 467887

809000060 CUYVRTIERITE 250-12C3 MICA 90b418 267691

809000002 K'L I I T E 74-250 MICR 343103 454334

809000063 KACLIITrE 250-1200 mICR 434104 5_34433

809000066 TALC 74-250 MICR 132622 332225

809000067 TALC 250-12C0 IC 05CC0800 541004

809000070 KACLINITE 74-250 MICR 555115 555555

809000071 KACLINITE 250-1200 MICK 656205 555664

809000073 PCNTMCRILLCJNITE 14-250 MICR .786508 888761

809000074 )VCTVCRILLCNITE 250-1200 MICR 796408 928751

B09000077 ECNTIMCRILLONITE 74-250 MICR 4a6728 998643

809000078 VCKTMCRILLO; ITE 250-1200 MICA .182716 8t7311

809000081 VLSCOVITE 74-25C MICR 535634 334456

809000089 CLIVINE-FCRST;RITE 74-250 MICa 342533 4J43321

809000090 CLIVINE-FCRS rET TE250-12,0MICR 645516 566631

809000093 CLIVINE-FAYALITE 74-250 MICR 080850 750000

809C00094 CLIVI.E-_FAYALITz 25C-12CC MICR 080970 76CCGO0

809000102 CRTHCCLASE 74-250 MICR 545345 445554

809000103 CkTHCCLASE 253-1200 mICR 556335 555665

809030106 ALlITE 74-25C "ICR 514364 133455

809000107 AL.ITL 25C-12CC MICR 424263 223344

8G900011' CLIGCCLASE 74-250 YICR 433263 33334'4

8090-011 CLI'LCLPS. 250-12CC MICR 44464 ua44433

809q00114  ANCE-SI ,  74-25C :IC 5h 675 'SSao7

80903('115 ANCFSIlF 25'-1200 FICR. u75h35 776457

BC0,0011, L .VAL .IiE 74-250 YICK 233172 3-.3234

8003r; i19 Ld 1'r.2 I 251-12r03 'IC, 222171 21113u

60030(122 UYIT=. II 74-2C . ILC 2'*117t 132123

b09Cl00123 YFILhlITF 2'C-1200 '.:CR 261071 5521tI
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TABLE 5 (cont.)

S-192 RATIO CODES OF GEOLOGICAL DATA COLLECTION

ERSIS DOCU~NT NO. SALE DESCRIPTION RATIO CODE

B0330126 FYkX.,AUCITE 74-25C MICA 061871 541114

809030127 FYx.,AUcITF 25C-12C0 MICR 05C88C 410013

80900n13o PYrx.,vICPSICE 74-250 MICR 07099C 510000

809300131 FYrX.,PICPSICE 250-12C0 MICR C7C993 540000

8090J0134 FYRX.,HECEN9EGCITE 74-250 M~CR 455694 665446

B09030135 PYRX., ECRERG IT E250- 120 ICR 465396 6 76643

809000137 PYRX.,HiYPEIST-E'EE 74-250 MICR 7 779q8 777650

809000138 PYRX.,HYPERSTHENE 250-12CCMICA 161994 665300

809000141 FYRX.,bRCXZITE 74-250 MICR -C8089C 87CC8

B09000142 PYRX.,PRCNZITE 250-12C3 MICR C80990 881CC3

609000145 CUARTZ 250-1200 MICK 3337_3.J_122345

809000146 CUARTZ, PILKY 149-250 MICR 535355 44U555

BC9000147 CiARTZ, tILKY 250-420 MICR 556a55 a45566

B09000155 SERPENTINE 250-12C0 MICA C40620 100011

B09004007 CCARSE GRASS MICR 999115 8E9996

809004008 CLCVER MICR 999119 985998

809004009 FINE NEECLES MICR 999015 99996

809004010 LAVA, WEAT EAEC (FEO-STAIN) 654725 555551

809004011 FULICE 787357 777776

809004013 LAVA, UMVEATHE4EC 623583 002453

809005003 EQUCITE 74-250 MICK 213303 243333

B09005001 e;UCITE 250-12CO VIICR 141402 443211

09005007 CASSITIRIrE 25C-12CU PICK 827147 357862

8B9005038 CASSITEIrF 74-25- ICR a45045 565531

BU9005011 CFHYSC.kYL 74-250 I 6C5435 a566

C09005012 Ct-YSCHERYL 250-12C0 MICR t6t625 .5e667

BC9035017 CLECI 74-25C MICA 717625 OC!677

BO905)s 1 C5U;iU. 25C-12C0 IICR EJ71 0058

BO?00C~1 ClF; IT 74-2'30 IC: 90Cgbh o 568'99

',?0 021 CUFPPITt. 5sr-12CO "ICH 9096tS 6U-99



TABLE 5 (cont.)

S-192 RATIO CODES OF GEOLOGICAL DATA COLLECTION

ERSIS DOCU1l' NO. SAIPLE DESCRIPTION RATIO CODE

809005024 CIASFCRE 74-250 MICK 868617 657898

809305025 CIASPCRE 250-12C0 MICR 868617 667788

809005028 tIePSITE 74-25C MICR 657106 666676

809005029 Gr12SITE 250-12C0 MICR 767007 777774

809005032 GCEThITE 74-250 MICK 393787 9S8521

80 03503 GCLETHITE 250-12CO MICK 194766 887424
809005036 FIPATITE 74-25C MICR 909168 588899

809005039 ILtENITE 74-250 MICR 727576 345677

809005042 LIMCNITE 250-12C00 MICR 897915 S9S860

809005045 6AGNETITE 74-250 MICR 214294 343436

809005048 VAGNETITE 74-250 MCl 141291 201113

80900505C FSILCvELANE 74-250 MICR 404283 012355

809005051 PSILCFLANE 250-12C0 MICR 201581 000136

809005053 FY3CLUSITE 74-25C MICR 456844 555479

809005354 PYRCLUS.TE 250-12C0 MICK 657836 66o8a

809005057 FYRCLUSITE 74-250 MICK .848787 667888

.B09CO0505 PYRCLUSITE 250-12C0 MICR 819788 247899

809005060 RUTILE 74-250 MICa 939279 678998

809005061 RUTILE 250-12C0 MICR 959189 779999

809005063 RLTILL 74-25C MICR 969859 778999

8C9005064 RLTIL: 250-1200 VICR 979958 778a99

809038003 A ZU-.ITE 74-25)0 "ICR 10 30 000079

809008004 AZlITE 250-12C0 MICR CC293C 000069

80C008006 CALCITF 14-25C MICK 313232 112334,
80906o0 CLCIrE 250-12CC ICR 313322 112345

E090,)O01I CALCIIE 74-250 P ICR 313342 112333

Z8"00,12 CtL!ITf 2'0-123 41C,( 211331 111122

000~31;j C LC'ITE 74-250 "ICR 212342 011223
80O00j31, CELCrITC 2 "-12' ) 

I", C 2,2432 '11222

BqO;,1 1 CE;L"lTr 7-250 ,.'lTr 313433 12e231



TABLE 5 (cont.')

S-192 RATIO CODES OF GEOLOGICAL DATA COLLECTION

ERSIS DOCUE f NO. SAMPLE DESCRIPTION RATIO CODE

80)008C20 CCLCITEE 250-12C0 *'ICK 312423 122322

BC9008023 UAGXESITE 250-12C0 MICR 424133 233445

B09038324 YAGNESITE 74-253 MICa 333323 223344

609008026 v-AGESITE 74-250C MIC 231632 .332210

809008027 W~GNESITE 250-12CO MICR 13C712 322100

80903803 t PALACITE 74-250 MICR 070630 4COCC9

B09008031 vALACHITE 250-12C0 MICR 06078C 2CCC19

809008033 I-CCOCHRCSITE 74-25C PICR U914'56 13.5710

809008034 RFCCCChiCSITE 250-1200 MICR 304537 05670'0

809009036 SICERITE 74-250 MICK 670596 77t6CC

B09008037 SICERITE 250-12C0 MICR 675197 777720

809038039 SrITHSCNITE 74-250 MICR 02CS3C 11CCCO

809008040 SPITHSCITE 250-1200 MICR 02091C CCCCCO

809008041 STRCNTIANITE 74-25C MICR 535444 344555

B09008042 STRCNTIAITE 250-120C0 ;.IC 535434 334555

809008044 WITHERITE 74-250 MICR 423253 233345

809 08045 WITHERITE 250-1200 MICR i3alIa 444445

B090'QO03 ALUNITE 74-250 MICR 656007 666764

809009004 ALUNITE 253-12C0 MICR 878008 888873

BC9009011 9ArITE 74-250 MICR 177677 887777

BO9009u12 ,AIIE 250-12C0 MICR 788578 Etee88

8090)9015 LESTITE 74-750 f'ICR 707365 CC5776

809009016 CELESIITE 2iC-1200 1ICR 808337 006897

80901912 7 CI NNtAr 74-250 V:ICR 65955 P89987

800 3 2 Cl1,\.*\AFA ' 25.)-120 ."IC, 74955, 8GS98

BUO0.)q-42 GY* Sl.v  74-25C 'ICR 313013 122332

BO)l 14 .3y Sy 2Y, ?-127r '.I i 22200)3 123i21

809J73)46,4 Svi 74-?0 .IC L2162 122222

90 ).47 ' 7 y- 2 -;f-I, C IC 312C,2 112221

n ) ) . " Y -.. " 74-i',C ' It ) 1 1.j,441



TABLE 5 (cont.)

S-192 RATIO CODES OF GEOLCGICAL DATA COLLECTION

ERSIS DOCUMENT NO. SAMPLE DESCRIPTION RATIO CODE

809009051 GYFSU .v  250-12CU MICR 503003 013L442

809009052 GYPSUY 14-25C MICR 51501a 125'44

809009060 JARCSITE 395937 998544

8090)9086 REALGAR 74-253 MICR 889469 955987

809039087 4EALGe;' 250-12C3 MICK. 889570 99995
- 8

809009096 SULPP-UR 74-25C MICR 78ba66 646676

809009397 SULPHUR 250-1200 MICR 797466 857777

60900909, 'ICLCANIC SUBLI;1ATE 061251 521011

BC09009101 TIEENARITE 74-250 MICq 515364 124555

809009102 TENARbI.TE 250-12C0 MICR 52535a 224555

809012016 FCRNELENUE CICRITE 222271 121122

809012017 GRANCCICRITE 525285 344553

809012018 FCQPHYRY rICRITE 222142 232221

809012019 'GEY 1HYCLITE 514184 234443

809012020 HCRKL'trE GRANIITE 52 55._84 223466

809012021 FC rPHYFY strESITE 334174 454432

809012024 PYTCWNITE GAB8RO -212261 CC1122

809012025 PCRPHY:,Y FELSITE 4455_71 454555

809012026 HC\zBLEUNCE ^ACESITE 131262 342211

809012027 PINK PHYCLITE 656287 77e665

809012028 BASALT 101171 OC0112

80901202- eICTITF CRAvITE 646586 5te666

B090L203.1 PE ICCTITE-SERPETINITE 101141 CI11111

814004083 SANC,'P[Tt 848347 336798

8140040,34 LAVA 102492 000213

B14004U94 NcU.L 302361 000222

A032A1031 CkFtTL\iL,ALT E C F.ASLLT 150650 311111

AC92300 1 C~ ;: 766536 666676

A01691 1 F~tSLT LMA,ALT
7lE SUrFACF 000261 C LICO

At2013 :1 %.'NE, LILi I ., IT
-  C'' S 999 4 4 PCSS, ;

A0201oZp) ", Lr " T It II v q1755 9A5qsq

A02012101 SaNC, CCA, S G FY  873S67 777787

AOZO)1310 !;SA, GRAY ~JASIDP PIT 7767u, 177766
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candidates (or "look-alikes") of a given target. Eventually, these codes may be useful for logic
design and nmoryer storage in near-real-time automatic data processors on board space shuttle or
aircraft earth resources systems of the future.

PRIDICTED CO;POSITIONAL RE TE SMSDIG CAPABILITIES OF THE S-192 SCANER

T'he final two questions to be addressed are: for which classes of geological targets are single
channels better incuts than spectral ratios (and vice versa) for autoratic classification by linear
discrimin.ant aalysis and how well is the S-192 scanner theoretically predicted to perform for each

geologic class? To answer these questions, the 1aa!-loncbis distance, a nultivariate measure of
separation, .as calculated for each pair of classes. The Nahalonobis distance is the square of the
difference of the mean vectors of two classes weighted by the pooled variance-covariance rmatrix.
The distance between all possible pairs of classes :ere calculated, along with an F-statistic and a
significance level of that F-statistic which indicates how well each pair of geologic classes can
be discriminated. The F-statistic here is a muitivariate analog of the univariate F-statistic given
In equation 2 and is oroportior.al to the 2ahalonobis distance. These statistical parameters were
calculated for both single channel inputs (all twelve channels), land ratio inputs (top twelve ratios).
Table 6 shows a tabulation of the siznificance levels for all possible pairs of geologic classes.
Since this table would be syrmetric about the dashed diagonal line for either single charnnel inputs
or ratio inputs alone, the results for single channel inputs are recorded above the diagonal and for
ratio inputs are recorded below the diagonal. The class numbers are the same as those in Table 1.
The significance level is the probability that the same !Nabalonobis distance could have been cal-
culated from two purely random (and inseparable) geologic classes. Hence, the lower the significance
level, the better the S-192 scarnner should discriminate betw een the pair of classes. For exarple,
Table 6 shows that for separating classes 17 (cornon iron oxides) and 12 (basic and ultrabasic
rocks), single channel inputs would produce poor results (significance level of 0.290), whereas
ratio inputs would easily discriminate betw;een the two classes (significance level < 0.000, indicated
by a zero). Thus, ratio inputs should be employed for best automatic discrimination of these two
classes by the linear discriinant analysis method. In this manner, Table 6 can answer both of the
questions posed above.

In order to summarize the results of Table 6, the following evaluation system was adopted.
Significance levels greater than 0.100 (which means that there is -reater than a 10% chance that the
same distance could have been calculated from two random classes) were interpreted to mean that the
pair of classes in question could not be discriminated well. For a given class, the numr.ber of other
classes which could not be discriminated well from it were counted by siply following along the
proper row and column of Table 6 and counting the number of times the significance level was greater
than 0.100 for single channel inputs and ratio inputs. If there were no other classes which could
not be discriminated from a given class, the ability for the S-192 scanner to discriminate that class
from all others was rated E for excellent. If only one or two classes could not be discriminated
well from the class of interest, a rating of 0 for good was assigned. An M for medium was assigned
for three to five classes not discriminated well, and a P for poor was assigned when S-192 had dif-
ficulty discriminating more than five other classas from the class of interest. Table 7 shows the
results of this method of evaluation with each of the seventeen classes for both the case of input-
ting twelve single channels and the case of inputting twelve spectral ratios as Cjik's in equation 1.

Using this method of evaluation, which is conservative in terms of theoretical S-192 capability
(possibly nine poorly discriminated classes would have been a better upper limit for the P = poor
category), there are seven geologic classes which would appear to be better discriminated by
twelve single charnnel inputs, six classes better discrimirnated by twelve ratio inputs, and four
classes which are discrimnated approxiately as well by either case. Amnng the six classes
automatically discrimirated Lest by ratio inputs, the ccn on iron oxides and soils are classes for
which ratios have been highly reco mended by previous investigators (2,3,9] for mapping purposes.
Thus, the results of Table 7 seem to be reasonable in light of past experience.

Perhaps the most prominent feature of Table 7 is the difficulty predicted for mappirg igneous
rocks (classes 10, 11, and 12) with the S-192 scarnner. This would indeed be discouraging for geo-
logical re -ote sensing, .:ere it not for the great amount of ccxositional inforr.aticn available in
several redu;n-width spectral bands in the 3-1 4 un ther al LR region [10]. Although SKYLAB cannot
collect mu.l.tichan.el t.ernl IR data (it has only one broad band therral channel, which cannot yield
sigoificat emissivity data), the hope is that future satellite scanners will include thre e therral
channels, whIch will give acsistance to g;olcgical re~ote sensing precisely where help is needed
most.- Table 7 shc-ws, hoever, that the S-192 scanner should be very useful for nmpping products of
1 dother~.l alteration, weathering, and evaporation.

Several points should te ermhazized concerni g the above carmarisons betiween single channel and
ratio inr.,uts to the linar dicrr~ruit anaIy~s is equations. First, the twelve ratios utilize only
ten S-192 ch,-.nels of d,ta, ro in fazt a ten-cLr oel scanIner is all that would be requrle- to produce
these sa:i. ratio results. lad mare than twelve ratios been selected for corparison with twelve

18



TABLE 6
SMARY cP SEPARATION DISTANCESm FOR 17 GROUPS CP

ROCK, MINAL, SOIL, AND VEGETATION CLASSES** USING 12 SINGLE CHANNEL
P~FLECTANCES AND 12 BEST RATIOS OF SINGLE CHANNES

CLASS
r t.!ER 1 2 3 4 5 6 7 8 10o 11 12 13 14 .16 l

1 - 0 0 .005 0 0 0 0 0 .055 .290 .059 .091 0 .512 0 .232

2 0 - 0 0 0 0 0 0 0 .001 0 0 .011 0 0 0 0

3 .004 .472 - 0 0 0 0 0 0 0 .001 0 .004 0 0 0 0

4 0 .007 .074 - 0 .001 0 0 .001 .047 .120 .023 .138 .001 .111 0 .013

5 0 0 .004 0 - 0 .002 0 0 .006 .002 0 0 0 0 0 0

6 0 .038 .276 .007 0 - 0 0 0 0 0 0 .069 .002 .001 0 .003

7 .001 .002 .058 .010 .090 0 - 0 0 .417 .006 0 .006 0 .003 0 0

8 0 0 0 0 0 0 0 - 0 .012 .034 0 .001 0 0 0 .006

9 .010 .016 .014 .004 .001 .007 .073 0 - .016 .005 0 .013 0 .080 0 .012

10 .099 .149 .081 .041 .215 .005 .997 .002 .575 - .870 .157 .476 .025 .770 0 .081

11 .037 .091 .189 .018 .868 .001 .998 .034 .159 .994 - .997 .287 .004 .304 0 .322

12 0 0 .003 0 .608 0 .459 .002 .001 .326 .963 - .059 0 .050 0 .290

13 .005 .114 .018 .008 0 .354 .006 0 .160 .198 .036 0 - - 825 .706 0 .176

14 0 0 0 0 0 0 0 0 0 0 - .522 0 .119

15 0 0 0 0 0 0 0 0 0 '.002 0 0 ..018 0 - 0 .418

16 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 - 0

17 0 0 0 0 0 0 0 0 0 0 0 0 0 .145 0 0 -

*Distance is the Mahalanobis multivariate measure of separation, V1-Vi, where V and V are the mean vectors of
classes i and J.

**Values tabulated are the significance levels (lower significance level means higher probability of separation) of the
observed F statistic; upper half for single channel separations, lower half for ratio separations.

%o'



TABLE 7

IEMPRETICAL CC-.ARISON OF SD:GLE CHANT E AND PATIO DISCRIrTMATION FOR
ROCKS, mE-M.LS, A"D SOILS FRCM HE. S -' L23 5-192 UL'LTISPECIRAL

SCANNER, ECLUD;G ENIR~'ZC :TAL VARLTBILITY

SYMBOL NO. OF CLASSES IITH SICI-:C-'ICNCE LVEL >0.100

E - E)CELL T 0
0 = GOOD 1-2
M = EDIUM 3-5
P = POOR >5

CLASS CLASS SINGLE RATIO
NAME NUIBER CHANNEL DISCR DJATION DISCR.IINEATIO

IDES & HYDROXIDES 1 M E
(EXCLUDING CCPigON

IRON OXIDES)
, SULFIDES, & 2 E 4

SULFATES
LIDES 3 'E M

HOSPHATES 4M E

ARBONATES 5 E M
AY MINERAIJ 6 E O

4UARTZ & FELDSPARS 7 0 M
ERRAGNSIAN MINEPALS 8 B E

INOR SILICATE IMIWZALS 9 E M
IC ROCKS & CHERT 10 M P-

DINEMIATE ROCKS 11 P P

BASIC & ULTRABASIC ROCKS 12 M M

IAY SOILS 13 P M
ZAM SOIIS 14 M 0

DY SOIIS & SAID 15 P E
IETATION 16 E E

M:.ION IRON OXIDES 17 P O
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single channel results, the ratio case probably would have been irproved. Second, the effects of

envrorrental, instru.ental, and bidirect onal reflectance variations have been ignored, although it

has been sho',l that spectral ratios are less affeced than single channel radiances by such noise

111i. For tris reason, rat s are reccr enrded over srngle channel inputs for the classes indicated

in Table 7 as equally discr-r
-ir ated by both cases. rTird, Table 7 shows general results for autc-

antic discr_.r.Laticn via the linear discrmir.ant ana2lysis mthod (these should also be anoroxinately

true for discri .ati..on by the .ax-1ain ikelihocd metnod). Fowever, the capabilities of individual

ratios to erhar.ce certain class rrters are best assessed from the ratio codes of Table 5. The

individual ratio erhance-enr mthcd involves rmach sLrpler and cheaper data processing and provides a

continuous gray-toned ratio irage that lends itself to photogeologlc techniques.

CONCLUSIONS

This has been a limited theoretical systems study of the SKYLAB S-192 multispectral scanner

capabilities for geclogical rer-ote sensing. Laboratory spectra of rocks, minerals, soils, and so:.e

vegetation were the sole basis for the study, which excluded envirornental ard instrrental sources

of noise from consiieratlcn. The t.elve S-192 chan---els between 0.4 um and 2.5 ,in were ranked

according to their discriir--nation ability amo g seventeen assigned classes of geological targets.

The best twelve of a possible sixty-six non-reciprocal spectral ratios were likewise selected, and

a comrparison as rade between the use of twelve single channels and twelve ratios for automatic

classification by the linear discrirr-nt arnalysis rethcd. Althouh the results of this study show

that there were more classes that could be better discriminated by using twelve single channels than

by using twelve top-rin2ed ratios for autce.atc classificaticon, those ratios utilized only ten of the

available tw:elve channels of infor-aticn. Also, the inclusion of real-world enviror.-ental and

nstr .ental variations would tend to favor ratios over the single channel as inputs to auto atic

classification metnods. In general, it appears that SK-fLAB wll be rmost useful for discriminating

minerals deposited by hydrotheermal alteration, weathering, and evaporation. Discrimination among

igeous silicates appears to be difficult with the S-192 scanner, but future scanners can probably

overconme these difficulties with multiple channels in the 8 - 14 m thermal infrared spectral region.

Because of their relatively sirmle production and photointerpretability, ratio images are

recommended over autcratic discri:Lna ticn rmethods for those geological targets (indicated by the

ratio codes) that can be ernhanced by ratio imaging. Ratio codes were created to assist in the

selection of ratio i7ages for enhancing individual geologic targets, They can also be easily

searched for false alarm candidates (or "look-alikes") of a given target. Eventually, ratio codes

ray be useful for logic design and mer-ory storage in near-real-tire automatic data processors on

board space shuttle or aircraft earth resources systems of the future.

The results of this study could no doubt be significantly improved by the addition of consid-

erably more spectral curves of field sarples to the geological data collection.
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